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PRELIMINARY DATA SHEET 

EB-125LV-CR
High Chemical Resistance Epoxy

Product 

Part A  

Viscosity, 25°C (sp RV-6, 20rpm) 

Color  

Specific Gravity, g/mL 

8,000-10,000

Clear  

1.18-1.20

Part B  

Viscosity, 25°C (sp RV-4, 50rpm) 700-1200 cps 

Color  Dark Brown 

Specific Gravity, g/mL 1.08-1.12 

Mixed 

Mix Ratio (A:B) by weight 100:44 

Mix Ratio (A:B) by volume 2:1 

Viscosity, 25°C 7,000 – 10,000 cps 

Work Life (150g) 60 minutes 

Hardness D-86 

Lap Shear Strength 2000 psi 

Cure Schedule: 24-48 hours @ 25°C or 2 hours @ 65°C 

INSTRUCTIONS FOR USE: 

1. Part A and B can be warmed slightly to 35-40°C for easier mixing. Weigh 100 parts by weight of Part-A with 44

parts by weight of Part-B. Mix until homogeneous. Vacuum degas to remove air for best results. 

2. Cure as recommended to achieve the desired properties.

3. Typical cured properties were determined using a recommended cure schedule.

4. Some difference in properties may occur with the alternate or other cure schedules.

FOR INDUSTRIAL USE ONLY: 

These materials are intended for industrial use only, and the practices of good housekeeping, safety and cleanliness should 

be followed before, during and after use. 

WARNING! 

Although the system contains low volatility materials, care should be taken in handling. Adequate ventilation of work 

place and ovens is essential. These materials may cause injury to the skin following prolonged or repeated contact and 

dermatitis in susceptible individuals. In case of skin contact, wash thoroughly with soap and water. For eyes, flush 

immediately with plenty of water for at least 10 minutes and seek medical attention.  Refer to Material Safety Data Sheet 

for additional health and safety information. 

SHELF LIFE: The shelf life of these materials is one year when stored in unopened containers at an average temperature 

of 25°C. 
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